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 Product Introduction

The PIR people counter FP101 is based on passive infrared (PIR) technology. It
counts the number of people passing by detecting changes in human infrared radiation
and is widely used for foot traffic monitoring in locations such as parks, greenways,
shopping malls, retail stores, libraries, and office buildings.

 Product Features

 Accurate Counting in Multiple Scenarios: Supports accurate counting for
single-person walking and rapid passage.

 Flexible Power Supply Options: Comes standard with two 18650 batteries,
allowing for up to approximately one year of continuous use.

 Convenient APP Management: After connecting the device via Bluetooth, you can
upgrade to the latest version with one click in the APP. When the device
malfunctions, it can also perform a one-click self-check.

 APP Data Query: Users can query multi-dimensional data (hourly data for the last
20,000 hours, daily data for 833 days, weekly data for 119 weeks, and monthly data
for 27 months) via a mobile APP, and export to CSV files.
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 Product Structure

• Product Images

• Product Accessories

Charger*1 Hex Key*1 Screw Pack*1

3M Adhesive *1 Quick Guide*1 Mounting Bracket*1 (Optional)
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The device contains 2 18650 batteries.
If any of the above items are damaged or lost, please contact your supplier in a timely manner.

 Product Parameters

Product Model FP101

Wavelength
Response Range 6–15μm

Mounting Method The camera should be positioned perpendicular to the direction of pedestrian movement, either
on the left or right side of the road.

Detection Range 5m

Accuracy Up to 90–95% (normal entry and exit by a single person under standard conditions)

Mounting Height 1.2m-1.4m

Power 0.0002W~3.7W

Power Supply Two 3.6V lithium batteries, each with a capacity of 3500mAh.

Communication
Method Bluetooth 5.0

Battery Life 1 year

Waterproof and
Dustproof Rating IP66

Working
Environment

Operating temperature (-15°C to 30°C)

Operating humidity (10% to 80% RH (non-condensing))

Storage temperature (-40°C to 60°C)

Storage humidity (5% to 90% RH (non-condensing))

Product
Dimensions (mm) 80 x 105 x 57, Weight (kg): 0.28/unit

Packaging
Dimensions (mm) 170 x 143 x 93, Weight (kg): 0.48/set

Outer Carton
Dimensions (mm) 360 x 310 x 510 (20 sets per carton), Weight (kg): 10/carton
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 Testing Scope

We will publish the upgrade software or drivers of each product on the official website in time, you can get technical support on the

www.foorir.com, and download the latest version of the latest software or driver for free. Huaxin Zhiyun Technology Co., Ltd. will make

every effort to check for errors in printing and pictures, but please understand possible omissions. The appearance, specifications,

parameters, prices and product availability of the products listed in this website are subject to change at any time and shall prevail

according to the actual situation.

www.foorir.com

Phone/WhatsApp:+86 18981978865
Email Address：info@foorir.com
Address: Room 4021, Unit 1, Building 1, 88 Tianchen Road, High-Tech Zone, Chengdu, Sichuan, China
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